








9NX-E Electric
• 5 h.p. Electric Motor
• Produces no fumes and very little noise
• Two speed travel 
• Auxiliary hydraulics to front of unit standard
• Standard backfill blade
• Expandable undercarriage from 27.5 to 37.5 inches
• 5’2” digging depth
• Standard with 100 ft. of power cord

Interior Workhorse
An orderless, virtually 
noiseless electric workhorse,
ideal for most interior 
applications that moves well 
in tight places- including 
standard door openings.

Series

n NX9-E Series Dimensions n NX9-E Series Working Range

Available in Single 
or 3-phase



n NX Series Specifications

NX Series

Unit: feet/inches

A B C D E F G H I J K L M N O P
9NX-2 8’10” 2’11”3’11” 2’3.5” 1’4” 6’10” 9’5” 7” 27.5”/37.5”* 1’6” 1’7” 3” 1’3” 11” 7” 1’6”
15NX-2 11’1” 3’9” 5’2” 3’3” 1’6” 7’6” 9” 9” 38.5”/50”* 2’9” 2’9” 2” 2’2” 1’2” 1’2” 2’2”
25NX-2 12’11”4’10” 6’3” 5’1” 1’10” 8’1” 1’2” 12” 5’1” 2’4” 1’10” 2” 1’8” 7” 1.4” 2’6.5”
30NX-2 14’4” 4’11”6’11” 5’1” 1’10” 8’2” 1’3” 1’0” 5’1” 3’2” 2’11” 2” 1’10” 8” 2” 2’7”
35NX-2 15’0” 5’1” 7’3” 5’0” 1’10” 8’1” 1’2” 1’0” 5’0”/6’0”* 2’1” 1’8” 2” 2’0” 7” 2” 2’9”
55NX 18’0” 5’6” 8’2” 6’5” 2’0” 8’1” 1’3” 1’3” 6’5” 2’9” 2’5” 6” 2’1” 7” 3” 3’6”
65NX 19’3” 6’0” 9’2” 6’11” 2’3” 8’6” 1’5” 1’4” 6’11” 4’3” 4’2” 11” 2’3” 10” 8” 3’5”
80NX-3 19’8” 6’4” 8’11” 7’3” 2’3” 8’6” 1’8” 1’6” 7’3” 4’4” 4’1” 9” 2’6” 8” 6” 4’3”

* expandable undercarriage on the 9NX-2, 15NX-2 & 35NX-2. This illustration is in proportion to the 30NX-2

Unit: feet/inches

Working Range
9NX-2 15NX-2 25NX-2 30NX-2 35NX-2 35NXE-2* 55NX 65NX 80NX-3*

A Max. Digging Radius 9’9” 12’4” 14’9” 16’8” 17’9” 19’9” 19’8” 21’4” 23’4”
B Max. Digging Depth 5’2” 7’0” 8’3” 10’6” 11’4” 13’1” 12’5” 12’10” 15’1”
C Max. Digging Height 9’ 11’10” 13’3”’ 14’2” 15’11” 19’9” 17’5” 19’10” 22’9”
D Max. Dumping Height 6’6” 8’5” 9’ 10’0” 11’1” 14’10” 12’2” 13’10” 16’0”
E Max. Vert. Dig. Depth 3’10” 5’10” 6’5” 8’5” 9’8” 10’3” 9’0” 9’10” 11’9”
F Min. Front Turn Rad. 4’ 4’11” 6’4” 7’3” 7’2” 7’2” 7’9” 8’5” 8’5”

At Right Boom Swing 3’1” 4’2” 4’11” 5’8” 5’8” 5’10” 6’7” 7’0” 7’3”
Bucket Dig Force 2,360 lbs. 5,447 lbs. 5,698 lbs. 7,180 lbs. 7,688 lbs. 7,688 lbs. 10,850 lbs. 12,100 lbs. 14,730 lbs.

* 35NXE-2 is equipped with extendable dipper stick   * 80NX-3 Standard Cabin

n NX Series Dimensions n NX Series Working Range

Model 9NX-2 15NX-2 25NX-2 30NX-2 35NX-2 55NX 65NX 80NX-3

• Basic Specifications

Canopy 4-Post 4-Post 4-Post / Cabin 4-Post / Cabin 4-Post / Cabin 4-Post / Cabin 4-Post / Cabin 4-Post / Cabin

Bucket Capacity .8 cu. ft. 1.55 cu.ft. 2.8 cu.ft. 3.2 cu. ft. 3.90 cu. ft. 5.30 cu. ft. 7.10 cu.ft. 8.80 cu.ft.

Operating Weight 2,060 lbs. 3,850 lbs. 6,100 lbs. 7,075 lbs. 7,440 lbs. 12,498 lbs. 14,400 lbs. 18,100 lbs.

Transport Weight 1,885 lbs. 3,600 lbs. 5,849 lbs. 6,750 lbs. 7,275 lbs. 11,700 lbs. 13,950 lbs. 17,635 lbs.

• Engine

Model Yanmar 2TNV70 Yanmar 3TNV70 Yanmar 3TNV76 Yanmar 3TNV84 Yanmar 3TNV84 Yanmar 4TNV88 Yanmar 4TNV94L Isuzu AA-4JG1

Horsepower 10.0 h.p. @ 2,400 rpm 14.0 h.p. @ 2,300 rpm 21.1 h.p. @ 2,300 rpm 23.9 h.p. @ 2,400 26.5 h.p. @ 2,300 rpm 37.1 h.p. @ 2,300 55 h.p.@ 2,400   56.3 h.p. @ 2,100

Fuel Tank Capacity 2.2 gal. 5.3 gal. 8.7 gal. 10.6 gal. 8.7 gal. 17.2 gal. 22.5 gal. 18.5 gal.

• Dimensions

Length 8’ 10” 11’ 1” 12’ 11” 14’ 6” 15’ 0” 18’ 0” 19’ 3” 19’ 8”

Width 2’ 31⁄2” to 3’ 11⁄2” 3’ 3” to 4’ 2” 5’ 1” 5’ 1” 5’ 0” to 6’ 0” 6’ 6” 6’ 11” 7’ 3”

Height 7’5” 7’ 6” 8’1” 8’ 2” 8’ 1” 8’ 1” 8’6” 8’5”

• Hydraulic Equipment

Pumps 2 4 4 4 4 1 1 4

Type-Piston/Gear 2 Gear 2 Piston / 2 Gear 2 Piston / 2 Gear 2 Piston / 2 Gear 2 Piston / 2 Gear 1 Piston 1 Piston 2 Piston / 2 Gear

Total Flow 5.9 gpm 12.7 gpm 20.2 gpm 23.2 gpm 27.1 gpm 32.8 gpm 39.6 gpm 51.8 gpm

Operating Pressure 2,350 psi 2,988 psi 2,988 psi 3,133 psi 2,990 psi 3,555 psi 3,553 psi 3,550 psi

Auxiliary Flow 5.9 gpm 6.9 gpm 12.7 gpm 14.2 gpm 16.7 gpm 17.2 gpm 23.8 gpm 18.9 gpm

• Features

Travel Speed L/H 1.1 / 2.2 mph 1.3 / 2.5 mph 1.5 / 2.8 mph 1.6 / 3.1 mph 1.7 / 3.0 mph 1.9 / 3.0 mph 1.6 / 3.0 mph 1.6 / 2.7 mph

Ground Pressure 3.8 psi 3.7 psi 3.9 psi 4.6 psi 4.2 psi 4.1 psi 4.2 psi 5.2 psi

Swing Speed 8.7 rpm 9.5 rpm 10 rpm 9.2 rpm 8.8 rpm 8.5 rpm 9.0 rpm 9.2 rpm

Swing Angle L50º / R90º L55º / R80º L50º /  R90º L50º /  R90º L50º /  R90º L50º /  R90º L50º / R90º L50º /  R80º



Model 28N-2 35N-2 55N-2

• Basic Specifications

Canopy 4-Post / Cabin 4-Post / Cabin 4-Post / Cabin

Bucket Capacity 2.80 cu. ft. 3.90 cu. ft. 6.40 cu. ft.

Operating Weight 6,189 lbs. 7,759 lbs. 12,733 lbs.

Transport Weight 5,742 lbs. 7,216 lbs. 11,935 lbs.

• Engine

Model Yanmar 3TNV76 Yanmar 3TNV84 Yanmar 4TNV94L

Horsepower 21.1 h.p. @ 2,300 rpm 26.5 h.p. @ 2,300 rpm 55.5 h.p. @ 2,400

Fuel Tank Capacity 9.8 gal. 10.6 gal. 19.8 gal.

• Dimensions

Length 13’8” 15’11” 18’9”

Width 5’1” 5’1” 6’7”

Height 7’7” 7’8” 8’2”

• Hydraulic Equipment

Pumps 4 4 4

Type-Piston/Gear 2 Piston / 2 Gear 2 Piston / 2 Gear 2 Piston / 2 Gear

Total Flow 20.3 gpm 27.1 gpm 47.4 gpm

Operating Pressure 2,988 psi 2,988 psi 2,988 psi

Auxiliary Flow 12.7 gpm 16.7 gpm 29.7 gpm

• Features

Travel Speed L/H 1.5 / 2.8 mph 1.7 / 3.0 mph 1.6 / 2.8 mph

Ground Pressure 3.8 psi 4.1 psi 4.4 psi

Swing Speed 10 rpm 8.8 rpm 9.0 rpm

Swing Angle L50º / R90º L50º / R90º L50º / R90º

n N Series Specifications

N Series

Unit: feet/inches

A B C D E F G H I J K L M N O P

28N-2 13’8” 4’10” 6’3” 5’1” 1’10” 7’7” 1’2” 12” 5’1” 1’10” 1’6” 2” 1’8” 2” -2” 4’2”

35N-215’11” 5’2” 6’9” 5’1” 1’11” 7’8” 1’2” 12” 5’1” 2’1” 1’8” 2” 2’0” 6” 6” 4’7”

55N-2 18’9” 5’7” 8’2” 6’7” 2’3” 8’2” 1’3” 1’4” 6’7” 2’4” 2’0” 4” 2’3” 2” -2” 5’1”

Illustration is in proportion to the 28N-2

Unit: feet/inches

Working Range
28N-2 35N-2 55N-2*

A Max. Digging Radius 14’2” 16’8” 20’1”
B Max. Digging Depth 8’3” 10’4” 12’8”
C Max. Digging Height 13’3” 15’7” 19’6”
D Max. Dumping Height 9’4” 10’10” 13’6”
E Max. Vert. Digging Depth 6’5” 8’0” 9’8”
F Min. Front Turning Radius 5’11” 6’4” 7’3”

At Right Boom Swing 4’2” 5’6” 5’10”
Bucket Digging Power 5,460 lbs. 7,662 lbs. 11,070 lbs.

* 55J Standard with Cabin

n N Series Dimensions n N Series Working Range
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Model 9NX-2 9NX-E 15NX-2 25NX-2 28N-2 30NX-2 35N-2 35NX-2 55NX 55N-2 65NX 80NX-3

Auger X X X X X X X X X X X X

Hammer X X X X X X X X  X X X X

Thumb X X X X X X X X X X

Special Buckets X X X X X X X X X X X X

Compactor X X X X X X X X X X

Quick Coupler X X X X X X X X X X

Grapple X X X X X X X X X X

Hand Held Tools X X X X X X X X X X X X

Cemetery Bucket X X X X X X X X X X

Concrete Crusher X X X X X X X X X X

Rip-N-Pin X X X X X X X X X X X X

N, NX, and NX-Electric Attachment Options

Quick Coupler System
This quick coupler system has been designed exclusively 
for the fast and safe change of various attachments mounted 
on our excavator.  This system allows the operator to change
out buckets in approximately 25 seconds with no assistance 
or tools required.  The quick coupler system consists of two
main parts: the quick coupler with the lock mechanism and 
the adapter frame.  The attachments are locked mechanically.  
By utilizing this coupler system, one is able to interchange 
the same buckets on various excavators.

n N, NX Series Attachment Options

80NX with
Thumb Attachment Option


